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Key features
Unimotor hd is suitable for a wide range of industrial applications, due to its extensive features.

➜ Torque range: 0.72Nm to 16Nm

➜ High torque to inertia ratio for high 
 dynamic performance

➜ Compact but powerful 

➜ High energy dissipation brakes

➜ IP65 conformance: sealed against water 
 spray and dust when mounted and 
 connected

➜ Segmented stator design

➜ World class performance

➜ Supported by rigorous testing for 
 performance and reliability

➜ Winding to suit 400V and 200V

➜ Rated speeds include 2000rpm, 3000rpm, 
 4000rpm and 6000rpm

➜ Larger shafts to increase torsional rigidity

Accuracy and resolution 
to suit your application 
requirements
Choosing the right feedback device for your 
application is critical in getting optimum 
performance. Unimotor hd has a range of 
feedback options that offer different levels 
of accuracy and resolution to suit most 
applications:

➜ Resolver: robust for extreme 
 applications and conditions 
 - low accuracy, medium resolution

➜ Incremental encoder: 
 high accuracy, medium resolution

➜ Inductive Absolute: medium accuracy, 
 medium resolution, single turn and 
 multi-turn

➜ Optical SinCos/Absolute: high accuracy, 
 high resolution, single turn and multi-turn

➜ Hiperface (SICK) and EnDAT 
 (Heidenhain) protocols supported

A combination designed for high torque output for dynamic applications.

Torque performance
■ Stall torque   ■ Peak torque (3000 rpm)
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055UDA300 + DST1401

055UDC300 + DST1401

067UDA300 + DST1401

067UDC300 + DST1402

089UDA300 + DST1402

089UDB300 + DST1403

089UDC300 + DST1404

115UDA300 + DST1403

115UDC300 + DST1405


